
A-C)   Process the worktops with standard wood/rapid steel drill bits, 
    saws or mills 
 

Installation and Maintenance Guidelines for Your  

Innovation Lechner Worktop 

Before you Start  

Installation Advice 
 

 

 To avoid undue stress on centre of the worktop, ALWAYS carry as 

shown  

 Do NOT attempt to lift a worktop weighing 25Kg or over without help 

 Thoroughly check your worktop(s) to ensure that you are 100% satisfied 

with the quality and finish of the product  

 If you are not happy with the provided worktop(s) please contact one 

of our sales team immediately 

 If you choose to modify the worktop(s) (e.g. Sink holes) before a    

complaint is raised, we may not be able to offer a replacement free  

of charge 

25Kg 

D)       Worktop overhangs exceeding 250mm may need additional  
     support 
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After Care 
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 Do NOT use abrasive  

 cleaners as scratching can 

 occur   

 Do NOT place lit cigarettes 

on the worktop  

 ALWAYS use chopping boards when 

slicing and preparing food to avoid 

damage and discolouration 

 ALWAYS clean up any spills immediately 

to avoid water ingress  

 ALWAYS place hot pans on a  

 heat-resistant trivet or mat to avoid  

 blistering and discolouration. 

 

To get the best from your new innovation 

worktop we advise that all back and    

cut-out edges should be sealed with a        

silicone sealant, to avoid any water      

ingress.  

For all other worktop joints  with  

recommend using Technicoll   colour 

match sealant. 

We believe that the most professional 

and long lasting finish is a masons mitre, 

using a worktop jig, connecting bolts & 

colour fill. 

Installation Advice 

® 


